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Hoses - Mufflers - Blow Guns

Recoil Hoses & Hose Coils
The Ingersoll Rand line of hoses are pressure rated for
optimised pneumatic performance, even in the toughest
shop environments and applications.

* Temperature range -40 to +38°C. Operating pressure 8 bar at 24°C.

* Temperature range -25 to +75°C. Operating pressure 13 bar at 20°C.

Hose int. Male fittings: Hose Working Compact
Part no. diameter NPT thread length length length

(mm) (in) (m) (m) (m)

34102 6 1/4 3 2.5 0.15

34202 6 1/4 6 5 0.31

34302 6 1/4 9 8 0.43

35102 8 1/4 3 2.5 0.14

35202 8 1/4 6 5 0.30

35302 8 1/4 9 8 0.46

IR36103 9.5 1/4 3 2.5 0.15

IR36203 9.5 1/4 6 5 0.34

IR36303 9.5 1/4 9 8 0.52

IR36102 9.5 3/8 3 2.5 0.15

IR36202 9.5 3/8 6 5 0.34

IR36302 9.5 3/8 9 8 0.52

IR37102 13 1/2 3 2.5 0.16

IR37202 13 1/2 6 5 0.38

IR36713 9.5 3/8 6 5 0.34 

IR36715 9.5 3/8 9 7.5 0.52 

Polyurethane Recoil Hoses

Yellow Hose

Blue Hose

Hose int. Male fittings: Hose Working Compact
Part no. diameter NPT thread length length length

(mm) (in) (m) (m) (m)

12-20301 6 1/4 3.5 3.0 0.15

12-20302 6 1/4 7.5 6.5 0.31

33130 6 Without fittings 30 27 1.15

12-20307 8 1/4 3.5 3.0 0.15

12-20308 8 1/4 7.5 6.5 0.23

12-20313 9.5 1/4 3.5 3.0 0.13

12-20314 9.5 1/4 7.5 6.0 0.25

12-20319 9.5 3/8 7.5 6.0 0.25

33230 9.5 Without fittings 30 26 0.97

12-20324 13 1/2 3.5 2.7 0.13

12-20325 13 1/2 7.5 5.5 0.23

33330 13 Without fittings 30 23 0.89

33410 19.5 3/4 7.5 5.2 0.23

12-20332 19.5 3/4 15 10.7 0.41

33430 19.5 Without fittings 30 21.5 0.79

33530 25.4 Without fittings 30 19.8 0.87

Nylon Recoil Hoses

Fittings Kits for Nylon Hoses

Red Hose

mm  

1.85 m

360°

360°

0.45 m

360°

360°

33002 1/4 6

330025 1/4 8

33008 1/4 9.5

33003 3/8 9.5

33004 1/2 13

33005 3/4 19.5

33006 3/4 25.4

33007 1 25.4

Part Thread size Hose internal Ø
no. (in) (mm)

Fittings Kits for Polyurethane Hoses

06368 1/4 6

06369 1/4 8

06370 3/8 9.5

06372 1/2 13

Part Thread size Hose internal Ø
no. (in) (mm)

360°

360°
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Hose Clamps

Internal External Burst Working pressure
Part no. diameter diameter pressure at 20°C *

(mm) (mm) (bar) (bar)
RH-6 6 11 74 18

RH-8 8 13 65 15

RH-10 10 14 54 13

RH-12 13 17 44 11

RH-16 16 21 44 11

RH-19 19 24 44 11

* Safety factor 4:1.

Hose external Packing
Part no. diameter quantity

(mm)
CO-0911 9-11 100

CO-1113 11-13 100

CO-1315 13-15 100

CO-1518 15-18 100

CO-1821 18-21 100

CO-2225 22-25 100

Thread Hose
Part no. size length

(in) (mm)
33104 1/4 NPT 300

33204 3/8 NPT 300

33304 1/2 NPT 300

High Quality PVC Round Hose, 30 m Coil
Scuff resistant outer cover – great kink resistance.

Lightweight and ultra flexible.

Resistance against a wide range 

of chemicals.

Temperature range from -20 to +65°C.

Hose Whips

Part no. 94053
Brass air screen tip produces conical air stream around

direct centre air stream – minimises 

blow-back of chips or particles.

Maximum air pressure 6-7 bar.

1/4" BSP inlet. Weight 200 gr.

Part no. 94054
For use with blow pipes only.

Maximum air pressure 6-7 bar. 

1/4" BSP inlet. Weight 190 gr.

• Blow pipe, 150 mm long, part no. 94055
• Blow pipe, 450 mm long, part no. 94056

Part no. 94057
One piece, die cast construction. 

Tamper-proof vent holes increase total air flow.

Maximum air pressure 6-7 bar. 

1/4" BSP inlet. Weight 190 gr.

Part no. 94058
Safety blow gun in composite material 

with built-in blow pipe.

Maximum air pressure 10 bar.

1/4" BSP inlet. Maximum air flow 6.4 l/s
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NPT Flow Body Overall
Part no. thread capacity diameter length

(in) (mm) (mm)
MRV003A010-RP 1/8 Medium 54 36

MRV015A010-RP 1/4 High 64 40

MRV040A010-RP 1/2 Medium 79 52

M0V010AA-674 1/2 High 68 87

3BM-WM07 3/4 Medium 182 56

3BM-A674 1 High 220 98

150BM-A674 1 1/4 High 107 85

SS350-A674 1 1/2 High 116 84

ST500-674 2 Medium 122 70

SS800-A674 2 1/2 High 169 121

Mufflers
Effective sound attenuation for low noise level.

Low back pressure provides minimal power loss.

Safety Blow Guns
OSHA compliant with outlet pressure reduced to 2 bar
for increased operator safety.

3BM-WM07 3BM-A674 150BM-A674

SS350-A674 ST500-674 SS800-A674

33104


